
The Blast-Air™ Cart
The Industry Standard in Grade-D Air Filtration

Blast-Air™ Cart
BA-100

Why Use the Blast-Air™ Cart?

2YEAR 
WARRANTY

ON CO SENSOR &
 MONITOR

Designed for the Commercial Sandblasting, 
Paint, and Coatings Industries

www.airsystems.com

• Grade-D Air - Meets OSHA requirements
• Twin 300 cfm Pre-Filters - Designed to efficiently     
    remove excessive oil from compressed air line
• Auto Drains Standard - No maintenance or emptying 
• Filter Change Indicator on all 3 Filters - No guesswork
• Filter Replacement - No tools needed
• Strong, Durable Case - No external parts to damage

READY FOR IMMEDIATE USE



High Performance Grade-D Breathing Air Filtration Systems

Two 300 cfm rear pre-filters save the 
Breather Box® filters, reduces equipment 
damage, and lowers maintenance costs.

Cart Dimensions: 40” H x 20” W x 19” D
Cart Weight: 42 lbs.
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Blast-Air™ Cart
BA-100

See Master Catalog for Calibration Kits 
and Individual Replacement Filters. 

Please specify 1/4” Hansen style or Schrader style fittings when ordering. 
Other fittings available for an  additional charge. 

BA-30	 	 30	cfm	Blast-Air™	Cart,	48	cfm	flow	capacity,	2	couplings
BA-50	 	 50	cfm	Blast-Air™	Cart,	79	cfm	flow	capacity,	4	couplings
BA-100	 	 100	cfm	Blast-Air™	Cart,	123	cfm	flow	capacity,	4	couplings
BA-100-6	 100	cfm	Blast-Air™	Cart,	123	cfm	flow	capacity,	6	couplings
BA-100-8	 100	cfm	Blast-Air™	Cart,	123	cfm	flow	capacity,	8	couplings
BA-1CAA Cart only	with	rear	filters	&	connect	hose
BB100-A Replacement	pre-filter	for	Blast-Air™	Cart	(each)	-	requires	2	filters

The Blast-Air CartTM - Portable Grade-D Air Filtration
Item No.    Description 

Blast-Air™ 
Cart Only
BA-1CAA

The BA-1CAA comes with 
hardware to mount existing 
Breather Box® to the cart. 

Replacement Filter Kits

BB100-A Pre-filters	for	Blast-Air™	Cart,	sold	each
BB30-FK			 Filter	kit	for	BA-30	-	1	each	“A”,	“C”,	and	“D”	filters
BB50-FK			 Filter	kit	for	BA-50	-	1	each	“A”,	“C”,	and	“D”	filters
BB100-FK			 Filter	kit	for	BA-100	-	1	each	“A”,	“C”,	and	“D”	filters

Model No.    Description

Key Details
• Carbon Monoxide (CO) Monitor 
• CO/O2 Monitor Available
• Intrinsically Safe CO or CO/O2 Monitors Available
• Filter Change Indicators on All Filters
• Incoming Air Plug ½” Industrial Interchange
• Three Stage Filtration (99.99% efficient at 0.01 micron
    particle size)
• Two 300 cfm Rear Pre-Filters with Auto-Drains
• Remote Alarm Jack 
• External Warning Lights and Alarm
• Steel Cart with Pneumatic Tires


